
CHARAKTERYSTYKA MATERIAŁU:

TAŚMA ZE STALI NIERDZEWNEJ
GATUNEK 201

Montaż kabli, przewodów wentylacyjnych, masztów, słupów, 
znaków drogowych; podwieszanie dodatkowego wyposażenia do 
ciągów kablowych, orurowania procesowego, słupów; pakowanie do 
transportu, łączenie w pakiety rur stalowych i z tworzyw sztucznych, 
montaż króćców do rur elastycznych, i wiele innych. Elementy 
eksploatowane w umiarkowanym środowisku korozyjnym.

Norma: ASTM A 240 Krawędzie: zaokrąglone 

Środowisko miejskie i przemysłowe o umiarkowanym 
zanieczyszczeniu. Lokalizacje wewnętrzne i zewnętrzne  
o umiarkowanym i łagodnym narażeniu na chlorki. Architektura 
miejska, konstrukcje stalowe, środki transportu. Konstrukcje 
masztów telekomunikacyjnych i sieci przesyłowych energii 
elektrycznej. Przemysł wydobywczy węgla. Konstrukcje podziemne, 
tunele drogowe, podziemna infrastruktura dla telekomunikacji. 
Zakłady przemysłu spożywczego.

BARDZO WYSOKA WYTRZYMAŁOŚĆ MECHANICZNA

ODPORNOŚĆ KOROZYJNA W UMIARKOWANY I ŁAGODNYM 
ŚRODOWISKU

WYSOKIE WŁASNOŚCI MECHANICZNE UŁATWIAJĄ ZACISKANIE 
BEZ STRAT MATERIAŁOWYCH

ODPORNOŚĆ NA UTLENIANIE W WYSOKIEJ TEMPERATURZE

ODPORNOŚĆ NA ODDZIAŁYWANIE NISKIEJ TEMPERATURY

GŁADKIE WYKOŃCZENIE WSZYSTKICH POWIERZCHNI

ZASTOSOWANIE

MATERIAL CHARACTERISTICS:

STAINLESS STEEL BAND
GRADE 201

Installation of cables, ventilation ducts, masts, poles, road signs; 
suspension of additional equipment for cable ducts, process piping, 
poles; packing for transport, bundling of steel and plastic pipes, 
installation of flexible pipe connections, and many others. Elements 
used in moderate corrosive environments.

Standard: ASTM A 240 Edges: rounded

Urban and industrial environment with moderate pollution. 
Internal and external locations with moderate to mild exposure to 
chlorides. Urban architecture, steel structures, means of transport. 
Telecommunication masts and electricity transmission network 
structures. Coal mining industry. Underground structures, road 
tunnels, underground infrastructure for telecommunications. Food 
industry plants.

VERY HIGH MECHANICAL STRENGTH

CORROSION RESISTANCE IN MODERATE AND MILD 
ENVIRONMENTS

HIGH MECHANICAL PROPERTIES FOR EASY CLAMPING 
WITHOUT LOSS OF MATERIAL

RESISTANT TO OXIDATION AT HIGH TEMPERATURES

RESISTANCE TO LOW TEMPERATURES

SMOOTH FINISH ON ALL SURFACES

USE
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WŁASNOŚCI MECHANICZNE I ELEKTRYCZNE

SKŁAD CHEMICZNY

* Zakres stężenia pierwiastków spełniający wymagania dla stali z gatunku 201 wg. ASTM A 240

* Zakres własności mechanicznych spełniający wymagania dla stali z gatunku 201 wg. ASTM A 240 w stanie przesyconym

Gatunek
Pierwiastek, % (max.)*

C Si P S Mn Cr Ni Mo N

201 0,15 1,0 0,06 0,03 8,5 -11,0 13,0 - 15,0 1,0 - 2,0 0,25 1,0

Gatunek

Własności mechaniczne * Własności elektryczne

Wytrzymałość na rozciąganie Umowna granica plastyczności, min Wydłużenie, min Twardość, max Przenikalność
magnetyczna

Oporność elektryczna
w 20°C

Rm, MPa Rp0,2, MPa A80, % HBW HRB μ Ωxmm2/m

201 600-950 260 40 276 105 1,02 0,70

TABELA ROZMIARÓW TAŚMY MONTAŻOWEJ 

Szerokość 
[mm]

Grubość 
[mm]

Waga rolki [kg]

Rolka 50 m Rolka 30 m Rolka 25 m

19 0,7 5,2 3,1 2,6

16 0,7 4,4 2,6 2,2

12,7 0,7 3,5 2,1 1,7

9,5 0,6 2,2 1,3 1,1

6,4 0,5 1,3 0,8 0,6

20 0,7 5,5 3,3 2,7

10 0,7 2,8 1,7 1,4

20 0,4 3,1 1,9 1,6

10 0,4 1,6 0,9 0,8

PRODUKTY POWIĄZANE

ZAPINKI ZE STALI NIERDZEWNEJ BANDOWNICA ŚRUBOWA OCHRONNA TAŚMA GUMOWABANDOWNICA GRZECHOTKOWA

MECHANICAL AND ELECTRICAL PROPERTIES

CHEMICAL COMPOSITION

* Range of the concentrations of elements meeting the requirements for steel grade 201 acc. to ASTM A 240

* Range of mechanical properties meeting the requirements for steel grade 201 acc. to  ASTM A 240 in saturated state

Grade
Pierwiastek, % (max.)*

C Si P S Mn Cr Ni Mo N

201 0,15 1,0 0,06 0,03 8,5 -11,0 13,0 - 15,0 1,0 - 2,0 0,25 1,0

Grade

Mechanical properties * Electrical properties

Tensile strength Yield strength, min Elongation, min Hardness, max Magnetic permeability Electrical resistance at 
20°C

Rm, MPa Rp0,2, MPa A80, % HBW HRB μ Ωxmm2/m

201 600-950 260 40 276 105 1,02 0,70

STRAPPING BAND SIZE CHART

Width
[mm]

Thickness 
[mm]

Roll weight [kg]

50 m roll 30 m roll 25 m roll

19 0,7 5,2 3,1 2,6

16 0,7 4,4 2,6 2,2

12,7 0,7 3,5 2,1 1,7

9,5 0,6 2,2 1,3 1,1

6,4 0,5 1,3 0,8 0,6

20 0,7 5,5 3,3 2,7

10 0,7 2,8 1,7 1,4

20 0,4 3,1 1,9 1,6

10 0,4 1,6 0,9 0,8

RELATED PRODUCTS

STAINLESS STEEL BANDING BUCKLES SCREW BANDING TOOL PROTECTIVE RUBBER BANDRATCHET BANDING TOOL
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